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(SCALE IN FEET)

WOLF POINT

PAVEMENT STRENGTH SURVEY / PAVEMENT CONDITION SURVEY

PAVE. | SOL [SUBGRADE| SUBBASE | BASE SURFACE | PAVEMENT STRENGTH |
DENT. | CLASS | CLASS | COURSE | COUReE course | OVEALAY | MAX. GROSS LOAD 1LBS) REMARKS
SINGLE | DUAL |DUAL TAM
RUNWAYS
R-1 E-8 F8 3" SAND | 10" P—208 2" BIT ‘w | 47,000 | 56,000 < 4
25" P
R—2 E-8 F8 3" SAND |12.5" P—208| 2" BIT 42,000 | 54,000 <
<q
R-3 E-8 F8 3" SAND [12.5" P-208| 2" BIT ' iy, v eem | 57,000 | 70,000 <13
P—IID SEST q
g g - i,
R—4 E-8 F8 3" SAND [12.5" P-208| 2" BIT - 42,000 | 53,000 P
25" P-| 1° P—402 4
R-5 E-7 F7 7" GRAVEL 4" BIT 2" BIT 43,000 | 55,000
Iiw %@:
R-B E-7 F7 9" GRAVEL| 4.5" BIT 2" BIT 38,000 | 50,000
PR
Ib‘_hm:l_biﬂl! <
TAXIWAYS
-1 E-8 F8 3" SAND [12.5" P—208 PBT ' w 38,000 | 48,000 |
P;'P-I.IF
T-2 E—10 F10 5" P—208 | 6" P—401 I e 12,500 | 12,500 <
T-3 E-7 F7 8" P—154 | 2" P-208 2.5" P-201 12,500
T-4 E-10 F10 15" P—208 | 2" P-401 18,000 <<q
APRONS
A-5 E-8 F8 15" P—208 | 3" P-401 18,000 <a<q
REMARKS:

1” B.L. INDICATED IN OVERLAY IS 1" BITUMINOUS LEVELING COURSE, 1/2" THICKNESS
CONSIDERED FOR STRENGTH.

> SURFACE COURSE CONSIST OF AN ORIGINAL PHT IN 1957 PLUS 1" OVERLAY IN 1964.

> SINGLE APPLICATION BIT SURFACE TREATMENT W/PRIOR LEVEL-UP COURSE.

B> 1.5" P-201 APPLIED TO CENTER 50' ONLY {1984)

B> AIP 02, 1994, REHABILITATE RW 11/29, RELOCATE PARTIAL PARALLEL TW, REHABILITATE CONNECTING TW, RECONSTRUCT APRON.
B> E:EC’)-U?SFEBASE COURSE IS 11” OF UNCRUSHED AND 4" OF CRUSHED. SOIL SEPARATION FABRIC BETWEEN SUBGRADE AND BASE

LEGEND DATE OF PAVEMENT | ,une 22, 1057
STRENGTH SURVEY: | oC. 1, 968
1991 SURVEY AREA  [eyaLUATED BY: . MOORE
ta0e Sy aven QAT O MEST
B 1997 SURVEY AREA |CONDITION SURVEY: | reer
(NOT SURVEYED) EVALUATED BY: UNKNOWN WwoLF POINT
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